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W＝28  2-R2
   Chamfering for W38 or more is the same

     as chamfering for W100 or more. 

4

2

R5

C1(A
ll a

rou
nd

) 

(Chamfered shape at both ends) 
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製品コード
TWP TWPT
2H31
2H32
2H33
2H34
2H01
2H02
2H35
2H03
2H04
2H05
2H06
2H07
2H37
2H10
2H11
2H12
2H13
2H14
2H17
2H18
2H19
2H20
2H21
2H23
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－
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2H45
2H46
2H47

BRONZE TYPE

TWP
(Bronze Standard Type) 
TWPC
(Bronze Standard Type
 4-C chamfering Type) 

●W = 28 ～ 75

●W = 100 or more

Slide Plate Thickness 10 mm

Catalog  No.
TWP

W
75

L
150
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M10×1.5

●Special brazier head bolt (LCS standard) 
LCS-10-20

Material :  Bronze with Graphite
 (SO#50 SP2)
Accessory : Mounting bolt

TWPT
(Bronze Standard, 2-Hole Type)  
TWPTC
(Bronze Standard, 2-Hole Type  
 4-C chamfering Type)

TWPT 100 200

●Sliding Direction
W= 28 and 38

W = 48 or more

■We are ready to accept requests or orders for special parts. 

●TWPC/TWPTC Delails of 4-C chamfering

4-C

W
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Size of chamfering

TWPC 48 100


